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Standard Lighting Rig Plan - Lower Gantry

Cockpit Theatre
020 7258 2925

www.thecockpit.org.uk

Technical Email Contact:
tech@thecockpit.org.uk

Strand Patt 743
@1000 W

Strand Harmony 15-28
@1000W

Z ETC Source 4 Jr Zoom
@575 W

Panasonic PT-RZ660

EV S200 Speaker

Unique 2.1 Hazer

EQUIPMENT LIST
• For an up-to-date equipment list including lanterns, see
our Tech Spec:

POWER SUPPLY:
• 60 x 2kW (10a fuse) dimmable channels.
• Each dimmer channel has 2 x 15a sockets (except 1 &
11, which have 4 x 15a sockets).
• 3 phase supply, 20 ways per phase.

Red: Upper gantry outer, Ch 1-20
Yellow: Lower gantry, Ch 21-40
Blue: Upper gantry central 'T', Ch 41-56

• Ch 57-59 are at ground level on Blue phase.
• No crossing of phase: lanterns must be rigged on
same phase as the dimmer socket they are plugged into.

HOUSE LIGHTING:
• House lights (Ch 6, 16, 100) must be used at 100%.
• Ch 6/16: Patt 123 fresnels (500w), 2 per seating bank.
• Ch 100: LED strip for back rows.
• All 3 channels must be 100% in pre/interval/post show.
• The duty manager may delay the start of your show if
the house lighting needs to be reprogrammed to full.

Click to Access Tech Spec
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Standard Lighting Rig Plan - Upper Gantry

Cockpit Theatre
020 7258 2925

www.thecockpit.org.uk

Technical Email Contact:
tech@thecockpit.org.uk

Chauvet Rogue R1 
BeamWash
@297 W
LEDJ QColour Flood
@160W
Strand Patt 743
@1000 W

Strand Harmony 15-28
@1000W

Strand Prelude 16-30
@500 W

Parcan CP62
@1000 W
Strand Patt 123 (House)
@500 W

POWER SUPPLY:
• 60 x 2kW (10a fuse) dimmable channels.
• Each dimmer channel has 2 x 15a sockets (except 1 &
11, which have 4 x 15a sockets).
• 3 phase supply, 20 ways per phase.

Red: Upper gantry outer, Ch 1-20
Yellow: Lower gantry, Ch 21-40
Blue: Upper gantry central 'T', Ch 41-56

• Ch 57-59 are at ground level on Blue phase.
• No crossing of phase: lanterns must be rigged on
same phase as the dimmer socket they are plugged into.

HOUSE LIGHTING:
• House lights (Ch 6, 16, 100) must be used at 100%.
• Ch 6/16: Patt 123 fresnels (500w), 2 per seating bank.
• Ch 100: LED strip for back rows.
• All 3 channels must be 100% in pre/interval/post show.
• The duty manager may delay the start of your show if
the house lighting needs to be reprogrammed to full.

THE COCKPIT - STANDARD LIGHTING RIG - UPPER GANTRY


