
 

Fire Extinguisher Positions 
 

 

 

GROUND FLOOR 

Front of House  1 x Water in foyer outside office door 

Main Office  1 x CO​2​ in main office 

1 x Water in office 

Bar  1 x CO​2​ in bar kitchen 

Store Cupboard  1 x CO​2​ loose 

FIRST FLOOR 

1​st ​Floor Studios Fire Exit to Roof  1 x Water by Studios fire exit 

1 x CO​2​ by Studios fire exit 

1​st ​floor Landing  1 x CO​2​ on landing 

Finance Office   1 x Water in office 

Studio 1   1 x CO​2​ by door 

Studio 2   1 x CO​2​ by door 

Studio 3   1 x CO​2​ by door 

BACKSTAGE 

Auditorium   1 x Water in main entrance (DSR) 

1 x Water in car park wing (DSL) 

1 x Water in workshop wing (USL) 

1 x Water in wing (USR) 

Backstage Corridor   1 x CO​2​ outside Tech Office 

Workshop   1 x CO​2​ at entrance 

1 x Water at entrance 

1 x Foam at door to car park 



 

Tech Office  1 x CO​2​ by door 

Plus some spares for use in 
temporary electrical equipment 
positions in the auditorium (Foam) 

Dressing Room 1   1 x Water by entrance 

Dressing Room 2   1 x Water by entrance 

Substage  1 x Water at bottom of stairs 

Dimmer Room   1 x CO​2​ by door 

Lower lighting gantry   1 x CO​2​ in control box 

1 x CO​2​ at base of metal stairs near 
gantry entrance 

2 x CO​2​ on the wall either side of 
control box entrance 

Upper lighting gantry   1 x CO​2​ at the top of the stairs 

1 x CO​2​ at the top of the stairs 


